
JMS Southeast, Inc.

74-07 (Sensors and Sensor Fittings and Connections)

Both CIP and COP Models:
4SxxxMxABCxxxx, 5FxxxxABMCxx, 5FWxxxxABMCxx, 5SLxxxABMCxx, 5SLWxxxABMCxx, 
5CxMxxxx, and 5CWxMxxxx    
All where A, B, C, and M define available characteristics for 3-A conformity:
where A denotes size range 05 to120 or X- for other size; 
where B denotes connection type T, or B, or BH, or I, or P, or PH, or A; 
where C denotes polish types H, or E, or P, or F, or V, or X for other polishes smoother than 32 
microinch Ra;
where M denotes material options H=304SS, I=304LSS, K=316SS, L=316LSS, P=Hastelloy B, 
Q=Hastelloy C, S=Titanium, J=310SS, M=Inconel 600, N=Monel

THIS IS TO CERTIFY THAT

is hereby authorized to continue to apply the

3-A Symbol to the models of equipment, conforming to 3-A Sanitary Standards for:

set forth below

CERTIFICATE AUTHORIZATION NUMBER: 1482ISSUE DATE: August 01, 2008

VALID THROUGH: 

NEXT TPV INSPECTION/REPORT DUE:

105 Temperature Lane, Statesville, NC 28677 

Number 74-07

December 31, 2024

September 2028

The issuance of this authorization for the use of the 3-A Symbol is based upon the voluntary certification, by the 

applicant for it, that the equipment listed above complies fully with the 3-A Sanitary Standard(s) designated.  

Legal responsibility for compliance is solely that of the holder of this Certificate of Authorization, and 3-A 

Sanitary Standards, Inc. does not warrant that the holder of an authorization at all times complies with the 

provisions of the said 3-A Sanitary Standards.  This in no way affects the responsibility of 3-A Sanitary 

Standards, Inc. to take appropriate action in such cases in which evidence of nonconformance has been 

established.


